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TABLE 1

X Y Z

Where: L = Taper length in feet

W = Width of offset in feet

    operating speed in mph

    speed prior to work starting, or the anticipated

S = Posted speed limit, off-peak 85th-percentile
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TABLE 2

116 120

165

215

287

227

173

126

DEVICE SPACING

MAXIMUM CHANNELIZING

(S)

SPEED

FOR WIDTH OF OFFSET 12 FEET (W)

MINIMUM TAPER LENGTH
DOWNGRADE Min D

Min D
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TABLE 3

ROAD TYPE

DISTANCE BETWEEN SIGNS

A B C

RURAL

EXPRESSWAY / FREEWAY

100

250

350

500

1000

100

250

350

500

100

250

350

500

1500 2640

     For speed of 45 mph or more, L = WS

     For speed of 40 mph or less, L = WSÄ/60

 * - For other offsets, use the following merging taper length formula for L:

*

URBAN - 25 mph OR LESS

URBAN - MORE THAN 25 mph TO 40 mph

URBAN - MORE THAN 40 mph

****

***

** - Longitudinal buffer space or flagger station spacing

      and longer than 1 mile.

*** - Use on sustained downgrade steeper than -3 percent

    operating speed in mph

    speed prior to work starting, or the anticipated

* - Speed is posted speed limit, off-peak 85th-percentile

**

     there is a conflict between existing pavement markings and channelizers (CA).

** - Use for taper and tangent sections where there are no pavement markings or where

ADVANCE WARNING SIGN SPACING
CHANNELIZING DEVICE SPACING

TAPER LENGTH CRITERIA AND

FLAGGER STATION SPACING

LONGITUDINAL BUFFER SPACE AND

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

TRAFFIC CONTROL SYSTEM TABLES

FOR LANE AND RAMP CLOSURES

NO SCALE

50 100 25

50 100 25

50 100 25

50 100 25

75 1800 900 450 300 50 100 25

70 730 771 825 891

    

    recommmended distances.

    conditions, if necessary, by increasing or decreasing the

    These distances should be adjusted by the Engineer for field

    purposes only, and should be applied with engineering judgment.

* - The distances are approximate, are intended for guidance
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